
 
 

 
VOLLHERBSTDRUCK GMBH  | LICHTENECKSTR. 1 | 79346 ENDINGEN, GERMANY | +49 7642 681 0 | INFO@VOLLHERBST.COM WWW.VOLLHERBST.COM | MANAGING 

DIRECTOR: MATTHIAS VOLLHERBST | DISTRICT COURT FREIBURG | HRB 270231 | GLN: 40 55272 00000 1 | UST-IDNR.: DE141938609 VOLKSBANK FREIBURG | IBAN DE98 6809 

0000 0000 0324 09 | BIC GENO DE 61 FR 1 | SPARKASSE FREIBURG-NÖRDLICHER BREISGAU IBAN DE20 6805 0101 0022 0346 90 | BIC FRSP DE 66 
 

Information on Data Submission 
 

File formats: 

When creating your print files, we ask you to create a separate file for each label. We prefer to work 

with the following file formats. If these formats are not available to you, please send us a print-ready 

PDF. 

 

• PACKZ 8.0  

• Adobe InDesign CC (bitte inkl. idml-Datei und druckfähiges PDF) 

• Adobe Illustrator CC 

• Adobe Photoshop CC  

 

 

Data transmission: 

Data transmission should occur via email or web services. 

 

• Feel free to send us your print data for your adhesive labels via email.  

You can find your account manager's email address on our website. 

• For file sizes over 20 MB, we recommend using a free web service like "www.wetransfer.com". 

Files should be well-named, clearly structured,  

and easy to assign. 

 

 

Print data requirements: 

To ensure flawless printing results and keep time and costs low, the delivered data should meet the 

following criteria: 

 

• The label format should be clearly identifiable from the data. 

• File names should be as short as possible and free of special characters. 

• At least 2 mm of bleed is required around all edges for further processing. 

• Send motive/layout data at 100% (actual size). 

• Always include a print-ready PDF for data verification. 

• Always provide fonts, and additionally supply a file with text converted to paths. 

Please note: Postscript Type1 fonts are no longer supported. 

• Include all images used. 

• Provide the cutting contour as a vector in the layers. 

• The total ink coverage should not exceed 300%. 

• Refinements such as relief varnish, hot foil, embossing, relief cutting, etc., should be created 

as vector graphics. 

http://www.wetransfer.com/
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Images: 

• Always in CMYK mode 

• Resolution for color/grayscale images at least 300 ppi 

• For line drawings, at least 1200 ppi 

• Embed correct color profile: ISO Coated v2 300% (ECI) 

• Suitable file formats are: TIFF, PSD, JPEG (high resolution) 

 

Spot colors and embellishments: 

• Spot colors such as PANTONE or HKS colors, as well as special colors (white, gold, silver, 

bronze, etc.), should always be created as spot colors and clearly named. The same applies to 

refinements such as hot foil, embossing, varnishing, etc. 

• Furthermore, elements intended for hot foil or other refinements must be created as vector 

graphics (not as images). 

 

 

Other important technical specifications: 

 

Minimum font size  

• 3pt positive  

• 4pt negative  

• 6pt multicolor 

 

Bleed 

• Minimum 2mm  

• Maximum 4mm 

 

Safety distance to the edge 

• Minimum 1,5mm 

 

Trapping 

• 0,10mm Minimum  

• 0,12mm Maximum 

 

Minimum line thickness 

• 0.10mm positive (also for foil stamping) 

• 0.25mm negative (also for foil stamping) 

• 0.40mm multi-coloured 

• Relief cut + blind embossing min. 0.3mm. The stronger, the more haptic the effect. 
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Resolution 

• Standard 150lpi / 60 lines/cm  

 

 

GTIN (Global Trade Item Number) / Barcodes 

Barcodes must be created according to the relevant standard. If barcodes are to be printed on your 

labels, please note the following: They must be created according to ISO/IEC 15420 (formerly DIN EN 

797) and ISO/IEC 15416 (formerly CEN/ANSI-DIN EN 1635) and resized according to the SC standard 

(Size Reduction). This is particularly important for meeting the specifications of various retailers, such 

as ALDI. 

Barcodes must always have sufficient contrast with the background—ideally 100% black on a white 

field. Ensure that the black is not mixed with cyan, magenta, or yellow, as pure black guarantees 

optimal readability by barcode scanners. Use only vector data. 

 

You can find detailed information on design and more from the GTIN Vergabestelle für GTIN 

 

QR CODE (Quick Response Code) 

• QR codes should be as high-contrast as possible and must be monochromatic. 

• The quiet zone, the white area around the code, must be at least 3 pixels wide. 

• The smallest size for printing is 10x10mm. 

 

 

Legal Information 

LMIV 

 

In parallel with wine law, we review the labels we produce for compliance with the Food Information 

Regulation (LMIV). This EU regulation contains guidelines for the labeling of food products. In addition 

to rules on permitted formulations and declarations, the regulation specifies the minimum font size for 

certain parts of the declaration. We recommend the information platform www.lmiv-services.de for 

further reading. 

 

 

https://www.gs1-germany.de/fileadmin/gs1/basis_informationen/strichcodequalitaet.pdf
http://www.lmiv-services.de/

